Maintenance Products Australia
Material Safety Data Sheet for the application and use of Lanolin Gold Products

MATERIAL SAFETY DATA SHEET

Identification for: LANOLIN GOLD Foul Release Compound / PROP ARMOR
	Product Shipping Name
	None allocated

	Trade Name
	Lanolin Gold Prop Armor

	Manufacturer
	Mantenance Products Australia


MATERIAL DATA

	UN Number
	None allocated

	Hazchem Code
	None allocated

	Package Group
	None allocated

	Dangerous Goods Class
	None allocated

	Poisons Schedule
	None allocated


CHEMICAL INGREDIENTS

	CHEMICAL ENTITY
	CAS NUMBER
	PROPORTION

	LANOLIN ANHYDROUS
	8006-54-0
	95>%

	CAPSAICIN NATURAL
	404-86-4
	10%

	PLANT EXTRACTS
	N/A
	5%

	
	
	


PHYSICAL DESCRIPTION AND PROPERTIES

	Appearance
	Red to amber, soft wax; mild characteristic odor

	Boiling Points
	175°C

	Vapour Pressure
	Not available

	Specific Gravity
	.95

	Flash Point
	209°C

	Flammability Limits (%)
	Not available

	Auto Ignition Temperature
	Not available


PRECAUTIONS FOR USE

	Exposure Limits
	No exposure standards assigned

	Ventilation
	None necessary

	Personal Protection
	Rubber impervious gloves & safety glasses for eye protection

	Flammability
	Lanolin is combustible at elevated temperatures.


HEALTH HAZARD INFORMATION

HEALTH EFFETS

	Swallowed
	Mild nausea and abdominal discomfort

	Eye
	Irritant

	Skin
	Mild local redness of a few hours duration

	Inhaled
	Very low vapour pressure, Harmful effects not expected


FIRST AID

	Swallowed
	Do not induce vomiting seek medical advice

	Eye
	Flush with water

	Skin
	Flush with water

	Inhaled
	No emergency care anticipated

	Advice to Doctor
	Treat Symptomatically.
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